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Series JBO 
 

 Material: Glass fibre reinforced duroplastic 
Polyester, graphite added 

    
 Flammability: self-extinguishing, UL 94 V-0 

 
 Toxicity: Halogen-free 

 
 Ex e enclosure 

 
 IP 66 

 
 Cable glands: Polyester or Brass 

 
 In according to EN 60079-0:2006, EN 60079-

7:2007, EN 61241-0:2006, EN 61241-1:2004 
 

 Zone 1, 2, 21, 22 
 
 

IMAGE DESCRIPTION ITEM SERIES  
Junction Box in glass fibre, certificate n° PTB 
00 ATEX 1002. With: 
N°2 Cable glands in Polyamide 

N°5 Terminals  

For Actuators without micro switches 

Series: 

 

EXAF – EXBF – EXBG – EXNM EXSM – 
EXAM – EXBE 

JBO X A 

EXAF 
EXBF   
EXBG 
EXNM    
EXSM 
EXAM    
EXBE 

 

 
IMAGE DESCRIPTION ITEM SERIES  

Junction Box in glass fibre, certificate n° PTB 
00 ATEX 1002. With: 
N° 4 Cable glands in Polyamide 

N° 11 Terminals 

For Actuators with micro switches 

Series: 

 EXAF – EXBF – EXBG – EXNM EXSM – 
EXAM – EXBE 

JBO X B 

EXAF 
EXBF     
EXBG 
EXNM    
EXSM 
EXAM    
EXBE 

 

 
 
 
 
 
 
 

  
 
 
 
 
 
 

 
PTB 00 ATEX 1002

  II 2G Ex edm ia [ia] IIC T6 

  II 2D Ex td A21 IP66 T100 
For zone 1, 2, 21, 22 

 

The product  may be differ from the illustration 
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Series JBO 
 

Dimensions 
 

 
 


