
  Motorised Valves

  CZV... 22 and 28mm 2-port motorised valves

  CMV... 22 and 28mm 3-port motorised valves

  Demountable Actuator

n Demountable actuator (power head)
n Replaceable motor
n Wedge type actuator
n Spring return operation
n Manual lever for flushing or filling the system
n Industry standard wiring

Standard motor voltage: 230V 50Hz

Motor power: 5W

Maximum static pressure: 8.6 bar

Water temperature: 5° C to 88° C

Maximum ambient temperature: 50° C

Valve body: Brass

Connections: 22mm or 28mm compression

Lead length: 1 metre

Switch ratings: 2-port 24V - 230V AC 3(1)A
3-port 230V AC 3(1)A

Maximum differential pressure: 22mm 0.7 bar
28mm 0.6 bar

Complete valve and actuator
CZV222: 22mm 2 port zone valve 5 wire
CZV228: 28mm 2 port zone valve 6 wire
CMV322: 22mm 3 port mid position valve
CMV328: 28mm 3 port mid position valve

Actuator only
DVA3: Actuator CMV valves
DVA2/5: Actuator CZV 22mm valves
DVA2/6: Actuator CZV 28mm valves

Ordering Specification

19

Heating Controls Brochure  27/10/2010  21:48  Page 19


