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Features & Benefits
•	 Passive - no fans

•	 Lightweight, compact and easy to install

•	 Up to 70% heat recovery

•	 Easy to clean

A ‘stand alone’ heat exchange module which will 
transfer up to 70% of the outgoing heat to incoming 
air. Polymeric construction with spigots to suit 200, 
250 and 315mm Ø flexible ductwork. 

Module accessible for routine cleaning. 
Condensate outlet provided. Ideal for use in air 
conditioned environments. 
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The heat exchanger works at the same high 
efficiency, automatically keeping a cool room cool.
Performance of the Heat Exchange Unit: At 180l/s 
achieves 70% temperature efficiency (balanced 
airflow). Ideal for schools, pubs, offices and leisure 
industries.

Model	

HR500DP	 IND 	
Stock Ref	 £ Trade
10538290	 560.10

200mm Spigot sets	 IND 	
Stock Ref 	 £ Trade
+10577315	 93.42
+10578315	 93.42

250mm Spigot sets	 IND 	
Stock Ref	 £ Trade 
+10577315	 93.42
+10578315	 93.42

315mm Spigot sets	 IND 	
Stock Ref	 £ Trade
+10577315	 93.42

Dimensions (mm) 

A B C D E F G

700 120 70 30 220 155 90
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Ø200 Ø250 Ø300 Ø315 600 340

Weight 9kg

HR500DP
Passive MVHR Unit
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