Turbodry, White Auto

Automatic hand & face dryer for heavy duty
applications where a robust secure design

Vent-Axia
Turbodry, White Manual

Push button hand & face dryer for heavy duty

applications where a robust secure design

D

Veni-Axia

Hygiene
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Turbodry Chrome Auto
Automatic hand & face dryer for heavy duty
applications where a robust secure design

D

is required. is required. is required.
e Cover: Steel. Finish porcelain enamel e Cover: Steel. Finish porcelain enamel e Cover: Steel. Chrome

coating coating e Insulation Earthed Class 1
e |nsulation Earthed Class 1 e |nsulation Earthed Class 1 o 248 x 284 x 202 (HxWxD)
o 248 x 284 x 202 (HxWxD) o 248 x 284 x 202 [HxWxD) e Weight 7.5kg
* Weight 7.5kg o Weight 7.5kg e Sound level7OdB(A) @1m
e Sound level 7O0dB(A] @1m e Sound level70dB(A] @1m ®  Rafed at 2.4kW @ 230V K
® Rafed at 2.4kW @ 230 V e Rated at 2.4kW @ 230V e IP23 Rated
e 1P23 Rafed X e P23 Rafed K Stock Ref
Stock Ref Stock Ref 435430
435427 435424
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Ultradry, SX Stainless Steel

Automatic  ‘notouch’  hand

Prepdry-Stainless Steel

Designed for food preparation

Professional E,
Automatic ‘nofouch’ hand dryer

Easy Dry Range

An economical ABS or Metal

dryer specially designed for areas and hospital applications  for smaller office washrooms,  covered  automatic dryer,
high performance hand drying  where the highest levels of  kitchens and clinics. designed for use in applications
in food preparation areas  hygiene have to be observed. where  good  performance

and hospifal applications and
eminently suitable for prestige
installations. Fast drying feature.
BEAB Approved.

e Cover: Satin polished
stainless steel.
o 264 x275x 177mm (H x

Automatic ‘notouch’ hand dryer.
BEAB Approved.

e Cover: Safin polished
stainless steel.
e Motor: External Rotor

Brushless Motor 2700 rpm.

Insulation: earthed Class 1.

Cover and base: high
gloss, fire refardant ABS/
polycarbonate alloy.
Motor: 2700rpm external
rotor, brushless motor.
Double insulated appliance.
262 x 261 x 141Tmm (H x
W x D).

linked with price sensitivity is of
paramount importance.  S/GS

Approved.

e 2500 rpm induction motor

e |nsulation: Earthed Class 1.
225 x 275 x 160mm (H x
W x D).

W x D). e 280x270x148mm e Weight: 3.09g (3.52kg e Weight: 3.3kg (3.65kg
e Weight: 6.0kg (6.6kg (HxWxD). packed). packed), 4.7kg  (5.5kg
packed). * Weight: 4.0kg (4.5kg e Sound level: 65 dB[A) at Tm packed)
e Sound level: 79 dB(A] at Tm packed). * Rated at: 2.0 kW at 240V. e Sound levels: 54dB(A) at
® Rafed af: 2.4kW at 230V. e Sound level: 65 dB(A) ot Tm e  1P24 Rated. m
e P24 Rated e Rafed at: 2.0 kW af 240V. e BEAB Approved. e Rafed at: 1.0kW, 1.5kW or
K *  Supply voltage: 220- e Supply vollage: 220- K 2kW at 240V.
Stock Ref 240V/1/50Hz. K 240V/1/50Hz IP22 Rated.
20101840SX e 1P24 Rated Stock Ref Supp\y Vohoge; 220- ﬁ:
Stock Ref 20101402 240V/1/50Hz
20101440

Models Stock Ref
& 1.0kW ABS 427935
a® | .5kW ARS 436297
a@d®? OkW+Metal 427936
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