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VA100®

Axial Bathroom/
Toilet Fans

Features & Benefits
•	 Indication light

•	 Panel, ceiling, window or wall mounting 

•	 Available with electric shutter 

•	 Sensors and auto mode controllers save 
energy by switching the ventilation units 
on only when needed and when the room 
is occupied

•	 Adjustable overrun time option available 
(5-30 minutes)

•	 Meets current Building Regulations 
Approved Document F

•	 IPX4 rated 

Bathroom and Toilet Ventilation
The VA100 range from Vent-Axia is designed for 
domestic bathrooms and toilets. Available as 
window, wall or panel mounted and with options of 
shutter, timer or humidity controlled versions.

Suitable for ambient temperatures up to +40°C, 
the unit is fitted with Standard Thermal Overload 
Protection (S.T.O.P). 

Models
VA100LP		  DOM  
Bathroom extract fan pullcord and indication light.
Stock Ref	 £Trade
251110	 34.59

VA100LT  
(Timer) 		
Bathroom and toilet fan with adjustable electronic 
overrun timer and indication light which operates on 
the override only. 

Stock Ref	 £Trade
251210 	 48.70

VA100XP  
(Shutter)		  DOM

Bathroom fan with thermo-electric shutter, pullcord 
and indication light. 

Stock Ref		  £Trade
251310 	 57.66

VA100XT  

(Timer/Shutter) 		  DOM

Bathroom fan with adjustable electronic overrun 
timer, thermo-electric shutter and indication light 
which operates on override only. 

Stock Ref		  £Trade
251410 	 80.63

VA100LHP  

(Humidity) 		  DOM

Bathroom fan with pre-settable integral auto 
humidity control, pullcord, and indication light which 
operates on manual override only. 

Stock Ref		  £Trade
251610	 109.97

VA100XHP  

(Shutter/Humidity)		  DOM

Bathroom fan with pre-settable integral auto 
humidity control, thermo-electric shutter, pullcord, 
and indication light which operates on manual 
override only. 

Stock Ref		  £Trade
251710	 141.20

VA100XHT  

(Shutter/Humidity/Timer)		 DOM

Bathroom fan with pre-settable integral auto 
humidity control and adjustable electronic overrun 
timer, thermo-electric shutter and indication light.

Stock Ref		  £Trade
251510 		  145.10

Performance - Panel Models
Extract  

performance
Sound 
dB(A)      
@ 3m  Model m3/h l/s Watts Shutter

VA100LP 107 30 13 36

VA100LT 107 30 15 36

VA100XP 107 30 15 36 Thermo 

VA100XT 107 30 18 36 Thermo

VA100LHP 107 30 16 36

VA100XHP 107 30 18 36 Thermo

VA100XHT 107 30 18 36 Thermo 

Dimensions (mm)
A B C DØ E F G H

155 47 53 98 32 32 76 200

Weight 0.55kg
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PANEL WALL WINDOW

Fixing hole diameter 105mmØ 

Window
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PANEL WALL WINDOW
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PANEL WALL WINDOW

Fixing hole diameter 105mmØ

Window Kit	 	 DOM

Stock Ref		  £Trade
254101		  18.81 

Wall
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PANEL WALL WINDOW

Fixing hole diameter 117mmØ	

Wall Kit 		  DOM

Stock Ref		  £Trade
254102 (White)		  18.81
254100 (Brown)		  18.81
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